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Company Profile

\

/About Us

RIW is an organization that produces high quality suspension and steering parts for passenger cars and light commercial
vehicles in the automotive aftermarket industry. RIW aims to improve the automotive industry and benefit the
country's economy with the target of safely using the vehicle by the end user. As one of the widest range steering and
suspension parts manufacturer in the world, production and assembling facilities of RIW contains operations of the
following product lines in steering and suspension group for the aftermarket; ball joint, tie rod end, axial joint {(inner tie
rod), tie rod assembly, link stabilizer, center rot, control arm, wishbone, bush, mount and rubber products. As a result
of wide product range, high product quality, reasonable price and customer-focused studies, RIW takes the first place
among the largest spare parts company in Turkey. Through execution of Research and Development in the production
of the steering and suspension parts of passenger cars and light commercial vehicles, and at the most advanced and
technological conditions, RIW is Turkey's most modern spare parts manufacturer.

The culture of the company takes product quality, technological development and customer satisfaction as the priority;
therefore Automotive Aftermarket Industry use RIW brand product with confident. By taking advantage of latest
technology machining’s in its modern production facility, and also taking employee safety as the main principle in the
every stage of the production; from design to production, production to quality, packaging to delivery, marketing to
sales RIW has succeeded to be a respectable brand in more than 60 countries worldwide.

Mission

Providing the latest developed item to the market in high quality as the first in the aftermarket and improving product
guality in the every part of the World.

Vision

Spreading the "RIW Standards" which is made by advanced technology and aftermarket experiences to benefit the
whole world.

Production Strategy

RIW engineers control every stage of the production processes such as product design, mold design, machining, hot
and cold forging, aluminum forging, vertical and horizontal arm milling machining, control arm manufacturing, welding,
painting, coating and packaging, in its facilities separately. RIW accepts each stage of production as a different unit and
advocates the idea that in order to provide the fastest and highest quality product each unit should act as a separate
process during its planning for assembling and production. Hence, in this competitive market conditions where it is
difficult to reach large capital numbers, RIW invests in the direction of quality control and development.

In contrast to the mindset that every single step in the production is under one roof, RIW ensures that the raw materials
and semi-finished products are continuously inspected by experienced engineers and always keeps its quality under
control in each stage of the production process. With this system, thanks to the latest technology machinery and test
equipment used to apply quality testing at every stage, RIW always offers 100% controlled products to its customers
and both minimizes the risk of error to zero and aims to offer competitive prices to the customers by decreasing the
product costs.

Total Quality

RIW that aspires total quality approach has constantly increased its production capacity upon investments and quality
works made and has become a preferred brand in the world aftermarket. Acting with the awareness of being a
manufacturer of safety components, RIW actively exports its high-quality products too many countries located in
Europe, North Africa, Middle East, Australia, North and South America.

At all stages from the start to the end of production, RIW closely monitors and checks the quality of its products and
ensures that reliable and high quality products are offered to its customers. All tests and procedures are carried out by

highly experienced RIW engineers until they find the right quality to develop the aftermarket industry. /
N
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Code Description

The codes which has 6 characters are suspension parts (Additional codes are exceptional) \
The codes which has 7 characters are rubber parts (Additional codes are exceptional)

There is no any specific code for Rod Assembly.

Rod Assembly codes are the combine of Tie Rod End and Axial Joint.

Same parts which are used at the different cars might have the same code.

PE6 001 )

AC ACURA DC DACIA IS ISUzZu LE LEYLAND PE_PEUGEOT| ] SM SMART
AF ALFAROMEO DW DAEWQO IV IVECO LC LINCOLN PO PORSCHE SY SSANGYONG

AU AUDI DH DAIHATSU JG JAGUAR LO LOTUS PR PROTON SU SUBARU
BW BMW DO DODGE JPJEEP MZ MAZDA RE RENAULT SZ SUZUKI

PE BU BUICK FI FIAT KI  KIA ME MERCEDES RR ROLLS-ROYCE TO TOYOTA
CD CADILLAC FO FORD LD LADA MC MINICOOPER RO ROVER VA VAUXHALL
CV CHEVROLET HN HONDA LR LANDROVER MI MITSUBISHI SA SAAB VW VOLKSWAGEN
CY CHRYSLER HY HYUNDAI LV LDV NS NISSAN SE SEAT VO VOLVO
Cl CITROEN IK IKCO LX LEXUS OP OPEL SK SKODA

1 BALLJOINT 7 CENTER ROD & DRAG LINK 23 TIE ROD ASSEMBLY
C 2 TIERODEND 8 SUSPENSION KITS 12 MOUNTING & RUBBER SUPPORT
6 3

AXIALJOINT (INNERTIEROD) 9 REARWISHBONE AND CONTROLARM 128 MOUNTING or RUBBER SUPPORTKIT

4 LINK STABILIZER 10 BUSH 13 BELLOW STEERING
5 CONTROLARM 11 BUSH 14 BELLOW DRIVE SHAFT
6 WISHBONE |l 118 REPAIR & BUSH KIT

Numbers

01 Any Number m

ADDITIONALS CODES AND MEANINGS

K K FORBALLJOINTS B B FOR WISHBONE and CONTROL ARMS
VW1012K 1=BALLJOINT K=WITHEXTRA ACCESSORIES BWS5005B 5=CONTROLARM B=WITHOUT BUSHING
VW1012 1=BALLJOINT BW5005 5=CONTROLARM (The similar as OE part)

) [ | K  KFORMOUNTINGS (RUBBER PARTS)
PE6001) 6=WISHBONE J=WITHOUT BALLJOINT CV12005K 12 = MOUNTING K =KIT, 2 PIECES or WITH EXTRA ACCESSORIES
PEBO0L  6=WISHBONE (The similarasthe OE part) CV12005 12=MOUNTING (The similar as OE part)

K K FORWISHBONES or CONTROL ARMS (5,6 or 9) A THE PRODUCT HAS DIFFERENT OPTION
BW6005K 6=WISHBONE K=WITHEXTRA ACCESSORIES FO4030A 4=LINKSTABILIZER A=OPTION (metal, rubber), plastic etc)
BW6005 6=WISHBONE FO4030 4=LINKSTABILIZER (The similar as OE part)

o ¥
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RIW

ROVER

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

100

ROVER

XP 1990 - 1998

RO1001
BALL JOINT FRONT LOWER

RO1002

BALL JOINT FRONT LOWER AND
UPPER

R0O2002
TIE ROD END

RO2003
TIE ROD END

RO6001

WISHBONE (WITH BALL JOINT)
FRONT LOWER RH

RO6002

WISHBONE (WITH BALL JOINT)
FRONT LOWER LH

RO11001
BUSH FOR WISHBONE

&
&
e
L
>
<
|

RO11003
BUSH KIT FOR WISHBONE

200

RO2007
TIE ROD END

RO3001
——  AXIAL JOINT

Weight : 0,6 kg /1.323 Ib

Connection Hole Diameter : @8,5 GSJ729

Weight : 0,29 kg /0.639 Ib

Cone Size [mm] : @14 GSJ257, GSJ269

Ball Pin Thread Size : M12X1,25 NAM5308
Ball Joint Body Diameter : M34X1,5

Weight : 0,346 kg /0.763 Ib

Length : 72 mm /2.83 inch

Body Thread Size : M12X1,25 GSJ733

Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @11,9

Weight : 0,254 kg / 0.560 Ib
Length : 69 mm /2.72 inch

Body Thread Size : M12X1,25 A111CE015F, GS732

Ball Pin Thread Size : M10X1,25 GSJ8z7
Ball Pin Cone Diameter : @11,9
Weight : 2,36 kg /5.203 Ib

GSJ416
Material Type : Sheet Metal
Weight : 2,374 kg /5.234 Ib

GSJ415
Material Type : Sheet Metal
Position : Left And Right

RBX10025
Weight : 0,15 kg /0.331 Ib
Position : Left And Right
Weight : 0,157 kg / 0.346 Ib RBX10026
Note : Kit
COUPE XW 1992 - 1999

Weight : 0,323 kg /0.712 Ib
Length : 90 mm / 3.54 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25

53540-K3E01, 53540SK3E01
GSJ1011, GSJ1184

GSJ288
Ball Pin Cone Diameter : @12,9
Weight : 0,599 kg /1.321 Ib
Length : 304 mm /11.97 inch GSV1170

Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER

200 COUPE XW 1992 - 1999
RO20073001 ight -
é ge'ghtd' g ‘?9;8 2/0%'? %01 GSJ1011*, GSJ288*
TIE ROD ASSEMBLY 1€ Rod End.: GSV1170*

Axial Joint : RO3001

RO4002 Weight : 0.14 kg /0.309 Ib

LINK STABILIZER FRONT Material Type : Bolt Type DBP3538
Length : 94 mm /3.70 inch

R0O4912 iaht -
Weight : 0,268 kg /0.591 Ib 51320SK3000, 51320-SK3000

LINK STABILIZER FRONT Material Type : Gelik EGP1162, EGP1662
Length : 66 mm /2.60 inch

RO5015
51355SK3000, 51355-SK3000

TRACK CONTROL ARM (WITH BALL ~Material Type : Forged Steel GSJ414, RBJ100781
JOINT) FROTNT LOWER RH

RO5016

JOINT) FROTNT LOWER LH

RO11002

RO11012

FRONT

HN12004

BUSH FOR TRACK CONTROL ARM

BUSH FOR LINK STABILIZER

Position : Left And Right
Weight : 0,134 kg /0.295 Ib

Chassis (Front / Rear) : Front
Weight : 0,077 kg /0.170 Ib
Stabilizer Bar 1 : RO4912

RGP1673

51320SK3000*, EGP1162*
EGP1662*

52385SR3000, 52385-SR3-000

Position : Left And Right 52385ST3G01, 52385-ST3G01
MOUNTING FOR CONTROL ARM Weight : 0.36 kg /0.794 Ib EGP1855, RGX10007
RGX100980
m LR12003 Position : Upper Right

Weight : 0.975 kg /2.150 Ib
Note : MOTOR TAKOZU SAG UST YAGLI

KKB000421, KKB101890

ENGINE MOUNTING UPPER RH KKB102480

m Material Tvoe : Foraed Steel 51365SK3000, 51365-SK3000
TRACK CONTROL ARM (WITH BALL | Vateral Type - Forged stee GSJ413, RBJ100791
200

R 1990 - 2000

‘

e Weight : 0,323 kg /0.712 Ib
o LI} 8 EIVII J'eher (e 53540-K3E01, 53540SK3E01
TIE ROD END Body Thread Size : M14X1,5 GSJ1011, GSJ1184
Ball Pin Thread Size : M10X1,25 GSJ288

Ball Pin Cone Diameter : @12,9

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER

200 RF 1990 - 2000

RO3001 Weight : 0,599 kg /1.321 Ib

Length : 304 mm /11.97 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

o — \XIAL JOINT GsV1170

R0O20073001 ight :
PO o et 2o
TIE ROD ASSEMBLY : \/1170*
Axial Joint : RO3001 e C
R0O4002 Weight : 0.14 kg /0.309 Ib
DEBE® |\ srsiLizer FrRONT Material Type : Bolt Type DBP3538
Length : 94 mm /3.70 inch
R0O4912 ight :
“ \l\l/.v:t'g:;{ %iia- %e|1k0.591 ® 51320SK3000, 51320-SK3000
LINK STABILIZER FRONT : EGP1162, EGP1662
Length : 66 mm /2.60 inch
= RO5015
O-*-ﬁ Material Tvpe - Forged Steel 51355SK3000, 51355-SK3000
; TRACK CONTROL ARM (WITH BALL | viaterial Type : Forged Stee GSJ414, RBJ100781
JOINT) FROTNT LOWER RH
& RO5016
m Material Tvoe - Foraed Steel 51365SK3000, 51365-SK3000
- TRACK CONTROL ARM (WITH BALL viaterial Type : Forged Stee GSJ413, RBJ100791
JOINT) FROTNT LOWER LH
HN11015 Position : Left And Right
osition : Le n 19
BUSH TRACK CONTROL ARM Weight : 0.5 kg / 1.301 Ib 52370SH3G70, 52370-SH3G70
RO11002
Position : Left And Right RGP1673
BUSH FOR TRACK CONTROL ARM  Weight : 0,134 kg / 0.295 Ib
RO11012 - .
\?Vha_'si's. (OFS;”; L R'“;aor)1'7';r?b”t 51320SK3000%, EGP1162*
BUSH FOR LINK STABILIZER eight - 0, 9 /9. EGP1662*
FRONT Stabilizer Bar 1 : RO4912
m LR12003 ition : i
\F,’Vosf'tﬁn_ 'OUQ’;%GL R"fgt 150 b KKB000421, KKB101890
ENGINE MOUNTING UPPER RH eight - ©. g /e . . KKB102480
Note : MOTOR TAKOZU SAG UST YAGLI
RO12001 Position : Lower Right
ENGINE MOUNTING LOWER RH Other Side : RO12002 KKB101390
Note : RO12002

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

200

RF

ROVER

1990 - 2000

R0O12002
ENGINE MOUNTING LOWER LH

RO12003
ENGINE MOUNTING RH

RO12005

TRANSMISSION MOUNTING BUSH
BIG

200

Position : Lower Left
Other Side : RO12001
Note : RO12001

Position : Right

Position : Left And Right

XH

KKB101380

KKG100490

KKH101641

1985 - 1989

Weight : 0,305 kg /0.672 Ib
Length : 72 mm /2.83 inch
Body Thread Size : M12X1,25
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

RO2008

@j TIE ROD END

HN6001

TRACK CONTROL ARM FRONT
LOWER RH

HN6002

TRACK CONTROL ARM FRONT
LOWER LH

25

Weight : 2.38 kg /5.247 Ib
Material Type : Forged Steel

Weight : 2.38 kg /5.247 Ib
Material Type : Forged Steel

RF

GSJ187, GSJ274
GSJ281

51351-SB2-013, 51351-SB2-572
51351-SB6-003, GSJ763

51361-SB2-013, 51361-SB2-672
51361-SB6-003, GSJ764

1999 - 2005

RO2007
TIE ROD END

RO3001
= ———— AXIAL JOINT

R0O20073001
TIE ROD ASSEMBLY

Weight : 0,323 kg /0.712 Ib
Length : 90 mm / 3.54 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,599 kg /1.321 Ib
Length : 304 mm /11.97 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

Weight : 0,930 kg /2.050 Ib
Tie Rod End : RO2007
Axial Joint : RO3001

53540-K3E01, 53540SK3E01
GSJ1011, GSJ1184
GSJ288

GSV1170

GSJ1011*, GSJ288*
GSV1170*

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER

25 RF 1999 - 2005

R0O4002 Weight : 0.14 kg /0.309 Ib

LINK STABILIZER FRONT Material Type : Bolt Type DBP3538
Length : 94 mm /3.70 inch

RO5015
51355SK3000, 51355-SK3000

TRACK CONTROL ARM (WITH BALL ~Material Type : Forged Steel GSJ414, RBJ100781
JOINT) FROTNT LOWER RH

RO5016

Material Tvoe - Foraed Steel 51365SK3000, 51365-SK3000
TRACK CONTROL ARM (WITH BALL awerial fype : Forged stee GSJ413, RBJ100791

RO4912 o
“ XX:{SQ;, %2698. ké’e,fko"r’m © 51320SK3000, 51320-SK3000
LINK STABILIZER FRONT : OSK3000, 132K
Length : 66 mm / 2.60 inch GP1162, EGP166

JOINT) FROTNT LOWER LH

RO11002
Position : Left And Right

BUSH FOR TRACK CONTROL ARM  Weight : 0,134 kg /0.295 Ib RGP1673

1320SK *, EGP1162*
Weight : 0,077 kg /0.170 Ib 51320SK3000°, EGP116

. RO11012 Chassis (Front / Rear) : Front

BUSH FOR LINK STABILIZER .
FRONT Stabilizer Bar 1 : RO4912 EGP1662
ﬂ LR12003 ition : i
\Fl’vos_'t'hot”. '()Ug‘;‘;eli R'?gt 501 KKB000421, KKB101890
ENGINE MOUNTING UPPER RH elght - 9. g /2 . 3 KKB102480
Note : MOTOR TAKOZU SAG UST YAGLI

400 RT 1995 - 2000

51220-FF1-000, 51220-S04-003

- i o
- HN1001 ‘é":r']ihélz‘;?rir:? ./51'17: b 51220SB0003, 51220-SB0-003
ot 1220-SB0-023, 51220-SB0-02
() | BALLJOINT FRONT LOWER Ball Pin Thread Size : M12X1,25 01220-80-023, 51220-880-023
Ball Joint Body Diameter : @40 At ST S A
i ' 51220-SE0-003, 51220SF1000
HIN1002 Weight : 0,23 kg /0.507 Ib 51220-584-A02, 51220-SM1-A01
Cone Size [mm] : @12,7 51270SR3013, 51460S1AE01S1
O » M  BALLJOINT FRONT UPPER Ball Pin Thread Size : M10X1,25 51460S1-AE0-151, 51520-SM4-013
Ball Joint Body Diameter : @35,5 GSJ1002
- e Weight : 0,367 kg /0.809 b 51220504003, 51220SROA01
Cone Size [mm] : @14 51220SR3003, GSJ499
n BALL JOINT FRONT LOWER Ball Pin Thread Size : M12X1,5 55823, RBK100360
Ball Joint Body Diameter : @40,1 RBK100380

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

400 RT

ROVER

1995 - 2000

e

-

<

P

\

e
et
-

RO2011
TIE ROD END RH

RO2012
TIE ROD END LH

HN3005
AXIAL JOINT

RO3002
AXIAL JOINT

RO4912
LINK STABILIZER FRONT

HN5003

TRACK CONTROL ARM FRONT
LOWER RH

HN5004

TRACK CONTROL ARM FRONT
LOWER LH

HN6005

TRACK CONTROL ARM FRONT
LOWER RH

HN6006

TRACK CONTROL ARM FRONT
LOWER LH

HN6007

WISHBONE (WITH BALL JOINT)
FRONT UPPER RH

HN6008

WISHBONE (WITH BALL JOINT)
FRONT UPPER LH

Weight : 0,573 kg /1.263 Ib
Length : 179 mm /7.05 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,566 kg / 1.248 Ib
Length : 179 mm /7.05 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,374 kg /0.825 Ib
Length : 164 mm /6.46 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

Weight : 0,335 kg /0.739 Ib
Length : 137 mm /5.39 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

Weight : 0,268 kg / 0.591 Ib
Material Type : Celik
Length : 66 mm /2.60 inch

Weight : 0.3 kg /0.661 Ib
Material Type : Forged Steel

Weight : 0.3 kg / 0.661 Ib
Material Type : Forged Steel

Weight : 6,250 kg /13.779 Ib
Material Type : Forged Steel

Weight : 6,250 kg /13.779 Ib
Material Type : Forged Steel

Weight : 1,763 kg / 3.887 Ib
Material Type : Sheet Metal

Weight : 1,763 kg /3.887 Ib
Material Type : Sheet Metal

53540504003, 53540504013
53540-SF3E02, 53540SR0A01
53540SR3003, 53540-SR3003

53540ST7003, GSJ1169
GSJ495

53560504003, 53560504013
53560SR0A01, 53560SR3003
53560-SR3-003, 53560ST7003
GSJ1170, GSJ496

53010SR3010, 53010-SR3-010
53010ST0000, 53010-ST0-000
53010-ST7-J61

51320SK3000, 51320-SK3000
EGP1162, EGP1662

51350SR3010, 51350-SR3-010

51360SR3010, 51360-SR3-010

51350SR3020, 51350-SR3-020
GSJ835, RBJ102220
RBJ102230

51360SR3020, 51360-SR3-020
51360ST3E02, GSJ836
RBJ102220, RBJ102230

51450SR3013, 51450-SR3-013
51450SR3A02, 51450-SR3-A02
GSJ486, RBJ102120

51460SR0A02, 51460SR3013
51460-SR3-013, 51460SR3A02
51460-SR3-A02, 51460-SRO-A02
GSJ485

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

400

RT

ROVER

1995 - 2000

-
o
e,

:
‘¢

=

»
»~
&
=
&

HN11003

BUSH REAR FOR TRACK
CONTROL ARM FRONT LOWER

HN11004

BUSH FOR TRACK CONTROL ARM
CENTER

HN11015
BUSH TRACK CONTROL ARM

RO11012

BUSH FOR LINK STABILIZER
FRONT

HN12004
MOUNTING FOR CONTROL ARM

LR12003
ENGINE MOUNTING UPPER RH

RO12001
ENGINE MOUNTING LOWER RH

RO12002
ENGINE MOUNTING LOWER LH

RO12005

TRANSMISSION MOUNTING BUSH
BIG

OP14003
AXLE BELLOW SET OUT

RO14001
AXLE BELLOW SET OUT

Chassis (Front / Rear) : Front
Position : Lower Left And Right
Weight : 0,174 kg /0.384 Ib

Position : Center Left And Right
Weight : 0,189 kg /0.417 Ib
Note : SALINCAK BURCU ALT (BUYUK)

Position : Left And Right
Weight : 0.59 kg /1.301 Ib

Chassis (Front / Rear) : Front
Weight : 0,077 kg /0.170 Ib
Stabilizer Bar 1 : RO4912

Position : Left And Right
Weight : 0.36 kg /0.794 Ib

Position : Upper Right
Weight : 0.975 kg /2.150 Ib
Note : MOTOR TAKOZU SAG UST YAGLI

Position : Lower Right
Other Side : RO12002
Note : RO12002

Position : Lower Left
Other Side : RO12001
Note : RO12001

Position : Left And Right

Weight: 0.2 kg /0.441 Ib

51392-SR3014, 52365-SH3000
RBX100670

51810SH3003, 51810-SH3003
51810SH3004, 51810-SH3004
RBX100680

52370SH3G70, 52370-SH3G70

51320SK3000*, EGP1162*
EGP1662*

52385SR3000, 52385-SR3-000
52385ST3G01, 52385-ST3G01
EGP1855, RGX10007
RGX100980

KKB000421, KKB101890
KKB102480

KKB101390

KKB101380

KKH101641

1603180

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

400

RT

ROVER

1995 - 2000

RO14002
AXLE BELLOW SET IN

RO14003
AXLE BELLOW SET OUT

400

TOURER XW

1989 - 1995

HN1002
O - - BALL JOINT FRONT UPPER

RO2007
TIE ROD END

RO3001
AXIAL JOINT

R0O20073001
TIE ROD ASSEMBLY

RO4912
LINK STABILIZER FRONT

RO5015

TRACK CONTROL ARM (WITH BALL
JOINT) FROTNT LOWER RH

RO5016

TRACK CONTROL ARM (WITH BALL
JOINT) FROTNT LOWER LH

RO11002
BUSH FOR TRACK CONTROL ARM

3l

Weight : 0,23 kg /0.507 Ib
Cone Size [mm] : @12,7

Ball Pin Thread Size : M10X1,25
Ball Joint Body Diameter : @35,5

Weight : 0,323 kg /0.712 Ib
Length : 90 mm / 3.54 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,599 kg /1.321 Ib
Length : 304 mm /11.97 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

Weight : 0,930 kg /2.050 Ib
Tie Rod End : RO2007
Axial Joint : RO3001

Weight : 0,268 kg /0.591 Ib
Material Type : Celik
Length : 66 mm /2.60 inch

Material Type : Forged Steel

Material Type : Forged Steel

Position : Left And Right
Weight : 0,134 kg /0.295 Ib

51220-S84-A02, 51220-SM1-A01
51270SR3013, 51460S1AE01S1

51460S1-AE0-1S1, 51520-SM4-013

GSJ1002

53540-K3E01, 53540SK3E01
GSJ1011, GSJ1184
GSJ288

GSV1170

GSJ1011*, GSJ288*
GSV1170*

51320SK3000, 51320-SK3000
EGP1162, EGP1662

51355SK3000, 51355-SK3000
GSJ414, RBJ100781

51365SK3000, 51365-SK3000
GSJ413, RBJ100791

RGP1673

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER

400 TOURER XW 1989 - 1995

RO11012 i :
\(fvha.'szs, (OF[)C;”; /kRe/aor ) 1'7Zr‘|’b”t 51320SK3000*, EGP1162*
BUSH FOR LINK STABILIZER elght - 9, 9 /9. EGP1662*
FRONT Stabilizer Bar 1 : RO4912
HN12004 52385SR3000, 52385-SR3-000
Position : Left And Right 52385ST3G01, 52385-ST3GO1
MOUNTING FOR CONTROL ARM Weight : 0.36 kg /0.794 Ib EGP1855, RGX10007
RGX100980
m LR12003 ition i
Svos.'tf”_ 'OUQ’;ZGL R'?gt 15010 KKB000421, KKB101890
ENGINE MOUNTING UPPER RH eight - 0. g /e . . KKB102480
Note : MOTOR TAKOZU SAG UST YAGLI
RO12001 Position : Lower Right
R TG LGTER B Other Side : RO12002 KKB101390
Note : RO12002
Other Side : RO12001 KKB101380

Note : RO12001

RO12005

TRANSMISSION MOUNTING BUSH Position : Left And Right KKH101641

BIG

RO14001
AXLE BELLOW SET OUT

RO14002
AXLE BELLOW SET IN

RO14003
AXLE BELLOW SET OUT

RO12002 Position : Lower Left
ENGINE MOUNTING LOWER LH
45

RT 2000 - 2005

51220-FF1-000, 51220-S04-003
Weight : 0,35 kg /0.772 |b ’

HN1001 51220SB0003, 51220-SB0-003
Cone Size [mm] : @14,6 '

51220-SB0-023, 51220-SBO-023

BALL JOINT FRONT LOWER i ize ’
‘ @ aa s Boay Dot 040 SO O
i ) 51220-SE0-003, 51220SF1000

2
=
.

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

45 RT

ROVER

2000 - 2005

o. 8

FRLEltd

*.____T-
,"h

A

HN1002
BALL JOINT FRONT UPPER

RO2011
TIE ROD END RH

RO2012
TIE ROD END LH

HN3005
AXIAL JOINT

RO4912
LINK STABILIZER FRONT

HN5003

TRACK CONTROL ARM FRONT
LOWER RH

HN5004

TRACK CONTROL ARM FRONT
LOWER LH

HN6005

TRACK CONTROL ARM FRONT
LOWER RH

HN6006

TRACK CONTROL ARM FRONT
LOWER LH

HN6007

WISHBONE (WITH BALL JOINT)
FRONT UPPER RH

HN6008

WISHBONE (WITH BALL JOINT)
FRONT UPPER LH

Weight : 0,23 kg / 0.507 Ib
Cone Size [nm] : @12,7

Ball Pin Thread Size : M10X1,25
Ball Joint Body Diameter : @35,5

Weight : 0,573 kg / 1.263 Ib
Length : 179 mm /7.05 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,566 kg / 1.248 Ib
Length : 179 mm /7.05 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,374 kg /0.825 Ib
Length : 164 mm /6.46 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M14X1,5

Weight : 0,268 kg / 0.591 Ib
Material Type : Celik
Length : 66 mm /2.60 inch

Weight : 0.3 kg /0.661 Ib
Material Type : Forged Steel

Weight : 0.3 kg / 0.661 Ib
Material Type : Forged Steel

Weight : 6,250 kg /13.779 Ib
Material Type : Forged Steel

Weight : 6,250 kg /13.779 Ib
Material Type : Forged Steel

Weight : 1,763 kg / 3.887 Ib
Material Type : Sheet Metal

Weight : 1,763 kg /3.887 Ib
Material Type : Sheet Metal

51220-S84-A02, 51220-SM1-A01
51270SR3013, 51460S1AE01S1
51460S1-AE0-1S1, 51520-SM4-013
GSJ1002

53540504003, 53540504013
53540-SF3E02, 53540SR0A01
53540SR3003, 53540-SR3003

53540ST7003, GSJ1169
GSJ495

53560504003, 53560504013
53560SR0OA01, 53560SR3003
53560-SR3-003, 53560ST7003
GSJ1170, GSJ496

51320SK3000, 51320-SK3000
EGP1162, EGP1662

51350SR3010, 51350-SR3-010

51360SR3010, 51360-SR3-010

51350SR3020, 51350-SR3-020
GSJ835, RBJ102220
RBJ102230

51360SR3020, 51360-SR3-020
51360ST3E02, GSJ836
RBJ102220, RBJ102230

51450SR3013, 51450-SR3-013
51450SR3A02, 51450-SR3-A02
GSJ486, RBJ102120

51460SR0A02, 51460SR3013
51460-SR3-013, 51460SR3A02
51460-SR3-A02, 51460-SRO-A02
GSJ485

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

45

RT

ROVER

2000 - 2005

HN11003

HN11004

BUSH FOR TRACK CONTROL ARM

CENTER

HN11015

BUSH TRACK CONTROL ARM
RO11012
BUSH FOR LINK STABILIZER
FRONT

HN12004

MOUNTING FOR CONTROL ARM

m LR12003

ENGINE MOUNTING UPPER RH

R0O12002

ENGINE MOUNTING LOWER LH

RO12001
ENGINE MOUNTING LOWER RH

600

HN1002
O - - BALL JOINT FRONT UPPER

“ HN1005

— O BALL JOINT FRONT LOWER

BUSH REAR FOR TRACK
CONTROL ARM FRONT LOWER

Chassis (Front / Rear) : Front
Position : Lower Left And Right
Weight : 0,174 kg /0.384 Ib

Position : Center Left And Right
Weight : 0,189 kg /0.417 Ib
Note : SALINCAK BURCU ALT (BUYUK)

Position : Left And Right
Weight : 0.59 kg /1.301 Ib

Chassis (Front / Rear) : Front
Weight : 0,077 kg /0.170 Ib
Stabilizer Bar 1 : RO4912

Position : Left And Right
Weight : 0.36 kg /0.794 Ib

Position : Upper Right
Weight : 0.975 kg /2.150 Ib
Note : MOTOR TAKOZU SAG UST YAGLI

Position : Lower Right
Other Side : RO12002
Note : RO12002

Position : Lower Left
Other Side : RO12001
Note : RO12001

RH

Weight : 0,23 kg /0.507 Ib
Cone Size [mm] : @12,7

Ball Pin Thread Size : M10X1,25
Ball Joint Body Diameter : @35,5

Weight : 0,386 kg /0.851 Ib
Cone Size [mm] : &16,1

Ball Pin Thread Size : M12X1,25
Ball Joint Body Diameter : @42,1

51392-SR3014, 52365-SH3000
RBX100670

51810SH3003, 51810-SH3003
51810SH3004, 51810-SH3004
RBX100680

52370SH3G70, 52370-SH3G70

51320SK3000*, EGP1162*
EGP1662*

52385SR3000, 52385-SR3-000
52385ST3G01, 52385-ST3G01
EGP1855, RGX10007
RGX100980

KKB000421, KKB101890
KKB102480

KKB101390

KKB101380

1993 - 1999

51220-S84-A02, 51220-SM1-A01
51270SR3013, 51460S1AE01S1
51460S1-AE0-1S1, 51520-SM4-013
GSJ1002

51220504003, 51220S0AJ01
51220S4KA00, 51220S84A01
51220S84A02, 51220SDAA02
51220SF 1003, 51220SM1A01
51220SM1A02, 51220-SM1-A02

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

600

RH

ROVER

1993 - 1999

Ak

fy e

N
—
o

HN1011
BALL JOINT FRONT LOWER

RO1005
BALL JOINT FRONT LOWER

HN2007
TIE ROD END RH

HN2008
TIE ROD END LH

HN3008
AXIAL JOINT

RO4003
LINK STABILIZER FRONT

HN5009

TRACK CONTROL ARM FRONT
LOWER RH

HN5010

TRACK CONTROL ARM FRONT
LOWER LH

HN5013

TRACK CONTROL ARM REAR
UPPER RH

HN5014

TRACK CONTROL ARM REAR
UPPER LH

RO6007

WISHBONE (WITH BALL JOINT)
FRONT UPPER RH

Weight : 0,227 kg /0.500 Ib

Weight : 0,4 kg /0.882 Ib

Cone Size [mm] : 316

Ball Pin Thread Size : M12X1,25
Ball Joint Body Diameter : @42

Weight : 0,689 kg /1.519 Ib
Length : 218 mm /8.58 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,666 kg / 1.468 Ib
Length : 218 mm /8.58 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,9

Weight : 0,348 kg / 0.767 Ib
Length : 140 mm /5.51 inch
Body Thread Size : M12X1,25
Ball Pin Thread Size : M14X1,5

Weight : 0,185 kg / 0.408 Ib
Material Type : Bolt Type
Length : 106 mm /4.17 inch

Material Type : Forged Steel

Material Type : Forged Steel

Material Type : Sheet Metal

Material Type : Sheet Metal

Weight : 1,824 kg /4.021 Ib
Material Type : Sheet Metal

51270SM4A04

53540S1AE01, 53540SM4003
53540-SM4003, 53540SM4004
53540-SM4004, 53540SV4003
53540SV4013, 53540-SV4-013
53540SV7003, 53540-SV7-003

53540S84A01, 53560S1AE01
53560SM4003, 53560-SM4003
53560-SM4004, 53560SV0003
53560SV4003, 53560SV4013
53560SV7003, 53560SX0003

53521SM4003, 53521-SM4003
53521SM4013, 53521-SM4013
GSV1211

51311SM4010, 51312SM4000
51313SM4010, 51314SM4020
5862044840, 90112SM4020
90362SF1003

5135554000, 51355-SV4000
51355SV7A00, RBJ100690

51365SV4000, 51365-SV4000
51365SV7A00, RBJ100720

52390-SM5A03, 52400SM5A03
52400-SM5A03

52400SM5A03, 52400-SM5A03

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.

16

info@riw.com.tr



le STEERING & SUSPENSION
MANUFACTURER

600

RH

ROVER

1993 - 1999

75

RO6008

WISHBONE (WITH BALL JOINT)
FRONT UPPER LH

HN11001

BUSH FOR TRACK CONTROL ARM
REAR

HN11002

BUSH FOR WISHBONE CENTER
SMALL

Weight : 1,768 kg / 3.898 Ib
Material Type : Sheet Metal

Chassis (Front / Rear) : Rear
Position : Left And Right
Weight : 0,213 kg / 0.470 Ib

Position : Center Left And Right
Weight : 0,222 kg /0.489 Ib

RJ

51393SN7003, 51393-SN7003
RBX100431

51810SM4003, 51810SM4013
51810-SM4013

1999 - 2005

Weight : 0,901 kg / 1.986 Ib
Length : 219,5 mm / 8.64 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @13,9

L1

<

RO2017
TIE ROD END RH

RO2018
TIE ROD END LH

RO4913
LINK STABILIZER FRONT

RO4917
LINK STABILIZER REAR RH

RO4918
LINK STABILIZER REAR LH

RO6005

TRACK CONTROL ARM (WITH BALL
JOINT) FRONT LOWER RH

RO6005K

TRACK CONTROL ARM (WITH BALL
JOINT AND BIG BUSHING) FRONT
LOWER RH

Weight : 0,909 kg /2.004 Ib
Length : 219,5 mm / 8.64 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : 13,9

Weight : 0,534 kg /1.177 Ib
Material Type : Celik
Length : 333,5 mm /13.13 inch

Weight : 0,359 kg /0.791 Ib
Material Type : Celik
Length : 105 mm /4.13 inch

Weight : 0,362 kg /0.798 Ib
Material Type : Celik
Length : 105 mm /4.13 inch

Weight : 2,924 kg /6.446 Ib
Material Type : Aluminum

Weight : 3,776 kg /8.325 Ib
Material Type : Aluminum

GSJ878, QJB100180

GSJ877, 0JB100190

RBM100240

RGD100561

RGD100571

GSJ1000, RBJ00370

GSJ1000*, GSJ1000
RBJ00370*

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER
__________________________________________________________________________________________________________|

75 RJ 1999 - 2005

O
N RO6006 Weight : 2,927 kg /6.453 Ib
- eight : 2, g /6.
" TRACK CONTROL ARM (WITH BALL  Material Type : Aluminum (GS5J1001, GSJ1190
g JOINT) FRONT LOWER LH

RO6006K _

E@j Weight : 3,758 kg /8.285 Ib GSJ1001*, GSJ1001

— TRACK CONTROL ARM (WITH BALL | Material Type : Aluminum GSJ1190*
JOINT AND BIG BUSHING) FRONT
LOWER LH

RO11004 Position : Inner Left And Right
BUSH FOR TRACK CONTROL ARM | Veight : 0,082 kg /0.181 Ib RGD100571
BIG INNER Note : BIG INNER BUSH

RO11007 Position : Right
BUSH FOR TRACK CONTROL ARM  Other Side : RO11008 RBX101760, RBX101761
RH Weight : 0,841 kg /1.854 Ib

BUSH FOR TRACK CONTROL ARM | Other Side : RO11007 RBX101770, RBX101771
LH Weight : 0,841 kg / 1.854 Ib

OP14018

AXLE BELLOW SET IN Weight: 0.2 kg /0.441 Ib 1603226

g RO11008 Position : Left

1986 - 1999

Weight : 0,43 kg /0.948 Ib

RO1004
Cone Size [mm] : 318 51220-SD4-004, GSJ278
BALL JOINT FRONT LOWER Ball Pin Thread Size : M14X2 GSJ295
Ball Joint Body Diameter : @43
3

Weight : 0,631 kg /1.391 Ib

RO2009 2 i
Length : 198 mm /7.80 inch 53560SD4003, GSJ279

Body Thread Size : M12X1,25 GSJ280, QUB100120

Ball Pin Thread Size : M12X1,25
Ball Pin Cone Diameter : @13,9

TIE ROD END RH

Weight : 0,627 kg /1.382 Ib
RO2010 Length : 198 mm /7.80 inch
Body Thread Size : M12X1,25 53540SD4003, GSJ280
Ball Pin Thread Size : M12X1,25
Ball Pin Cone Diameter : @13,9

TIE ROD END LH

RO3003 Weight : 0,312 kg / 0.688 Ib

h AXIAL JOINT Length : 132 mm /5.20 inch GSV1068

Ball Pin Thread Size : M12X1,5

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER ROVER
__________________________________________________________________________________________________________|

800 XS 1986 - 1999

RoO4001 Material Type : Gelik

aterial Type : Celi
LINK STABILIZER FRONT Length : 49 mm /1.93 inch » EMP7331
RO14002

AXLE BELLOW SET IN

RO14003
AXLE BELLOW SET OUT

LONDON TAXI 1972 - 2000

Weight : 0,297 kg / 0.655 Ib

§55 RO1013
1 Cone Size [mm] : @15 602672
‘ BALL JOINT FRONT UPPER Ball Pin Thread Size : M12X1,75
E Ball Joint Body Diameter : M39X1,5
RO1014 Weight.: 0,7kg /1.5431b
Cone Size [mm] : @19,9 602673
BALL JOINT FRONT LOWER Connection Hole Diameter : @10,5
Ball Pin Thread Size : M18X1,5
RO1015 Weight.: 0,305 kg /0.672 b
Cone Size [mm] : @15 BJA207
BALL JOINT FRONT UPPER Ball Pin Thread Size : M12X1,75
Ball Joint Body Diameter : @38
Weight : 0,412 kg /0.908 Ib
RO2005 Length : 89,5 mm /3.52 inch
TIE ROD END Body Thread Size : M18X1,5 JHM2168
Ball Pin Thread Size : M14X1,5
Ball Pin Cone Diameter : 15,8
Weight : 0,46 kg / 1.014 Ib
R0O2006 Length : 89,5 mm /3.52 inch
TIE ROD END Body Thread Size : M18X1,5 JHM2167
Ball Pin Thread Size : M14X1,5
Ball Pin Cone Diameter : 15,8
LONDON TAXI Il 2000 - 2007
RO1016 \CI:Veigh;.: 1,1[%98 I}(g g/;3(.)082 Ib
one Size [mm] :
1X604154, 604154
BALL JOINT FRONTLOWERRH  Connection Hole Diameter : 12,2 604154, 60415

o - Ball Pin Thread Size : M18X1,5

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

ROVER

2000 - 2007

RO1017
BALL JOINT FRONT LOWER LH

RO4004
LINK STABILIZER FRONT

RO7001
CENTER LINK OUTER

RO7002
CENTER LINK CENTER

MAESTRO

Weight : 1,398 kg /3.082 Ib
Cone Size [mm] : @20

Connection Hole Diameter : @12,2
Ball Pin Thread Size : M18X1,5

Weight : 0,3 kg /0.661 Ib
Material Type : Celik
Length : 90 mm / 3.54 inch

Chassis (Front / Rear) : Front
Position : Outer Left And Right
Weight : 1,318 kg /2.906 Ib
Material Type : Forged Steel

Chassis (Front / Rear) : Front
Position : Center Left And Right
Weight : 2,635 kg /5.809 Ib
Material Type : Forged Steel

1X604153, 604153

1184000173

1184000198

1184000197

1983 - 1994

RO1007
BALL JOINT FRONT LOWER RH

RO1008
BALL JOINT FRONT LOWER LH

RO2014

Q@E TIE ROD END

METRO

Weight : 0,428 kg / 0.944 Ib
Connection Hole Diameter : @8,5

Weight : 0,428 kg /0.944 Ib
Connection Hole Diameter : @8,5

Weight : 0,319 kg /0.703 Ib
Length : 75 mm /2.95 inch
Body Thread Size : M12X1,25
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : 312,7

Sy

GSJ224, NAM5316

GSJ223, NAM5317

GSJ194, NAM3039

1980 - 1990

4

‘T

RO1002

BALL JOINT FRONT LOWER AND
UPPER

RO1006

BALL JOINT FRONT LOWER AND
UPPER

%

Weight : 0,29 kg /0.639 Ib

Cone Size [mm] : @14

Ball Pin Thread Size : M12X1,25
Ball Joint Body Diameter : M34X1,5

Weight : 0,29 kg /0.639 Ib

Cone Size [mm] : @13

Ball Pin Thread Size : M12X1,25
Ball Joint Body Diameter : M34X1,5

GSJ257, GSJ269
NAMS5308

FAM9220, GSJ189
GSJ207, GSJ268

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

METRO

ROVER

1980 - 1990

RO1018
BALL JOINT FRONT LOWER

RO2013
TIE ROD END

METRO

RO1001
BALL JOINT FRONT LOWER

Weight : 0,186 kg /0.410 Ib
Cone Size [mm] : @15,85
Ball Joint Body Diameter : @28,575

FAM9594

Weight : 0,251 kg / 0.553 Ib
Length : 69 mm /2.72 inch
Body Thread Size : 1/2'X20 UNF
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @11,9

FAM8157, GSJ100
GSJ186, GSJ190

1990 - 1994

Weight : 0,6 kg / 1.323 Ib

Connection Hole Diameter : @8,5 GSJ729

Weight : 0,29 kg /0.639 Ib

E RO1002
. Cone Size [mm] : @14 GSJ257, GSJ269
BALL JOINT FRONT LOWER AND Ball Pin Thread Size : M12X1,25 NAM5308
UPPER Ball Joint Body Diameter : M34X1,5
RO1018 Weight : 0,186 kg /0.410 Ib
- Cone Size [mm] : @15,85 FAM9594

BALL JOINT FRONT LOWER

METRO

RO1009
BALL JOINT FRONT LOWER RH

RO1010
BALL JOINT FRONT LOWER LH

RO1018
BALL JOINT FRONT LOWER

&
¢

©

—

RO2013
TIE ROD END

Ball Joint Body Diameter : ©28,575

GTI 1990 - 1998

-«

, GSJ730
NAM9462

Weight : 0,5 kg /1.102 Ib
Connection Hole Diameter : @8,5

Weight : 0,5 kg / 1.102 Ib

Connection Hole Diameter : @8,5 GSJ731, NAM9463

Weight : 0,186 kg /0.410 Ib
Cone Size [mm] : @15,85
Ball Joint Body Diameter : ©28,575

FAM9594

Weight : 0,251 kg /0.553 Ib
Length : 69 mm /2.72 inch
Body Thread Size : 1/2'X20 UNF
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @11,9

FAM8157, GSJ100
GSJ186, GSJ190

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

MG

ROVER

1961 - 1979

Weight : 0,272 kg / 0.600 Ib
Length : 71 mm /2.80 inch
Body Thread Size : 5/8'X18 UNF
Ball Pin Thread Size : M12X1,25
Ball Pin Cone Diameter : @13

R0O2020

E@ TIE ROD END

MGB

1962 - 1981

i RO2019
L TIE ROD END

MGF

Weight : 0,299 kg / 0.659 Ib
Length : 73 mm /2.87 inch

Body Thread Size : 9/16'X18 UNF

Ball Pin Thread Size : M12X1,25
Ball Pin Cone Diameter : @12,9

SPORT

1868043, GSJ479

1995 - 2002

RO1011
BALL JOINT FRONT LOWER RH

RO1012
BALL JOINT FRONT LOWER LH

RO2004
TIE ROD END

RO6003

WISHBONE (WITH BALL JOINT)
FRONT LOWER RH

RO6003J

i@j WISHBONE (WITHOUT BALL JOINT)
FRONT LOWER RH

RO6004

WISHBONE (WITH BALL JOINT)
FRONT LOWER LH

RO6004J

E@ WISHBONE (WITHOUT BALL JOINT)
FRONT LOWER LH

Weight : 0,61 kg /1.345 Ib
Connection Hole Diameter : @8,5

Weight : 0,61 kg /1.345 b
Connection Hole Diameter : @8,5

Weight : 0,32 kg /0.705 Ib
Length : 67 mm /2.64 inch
Body Thread Size : M14X1,5
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : 11,9

Weight : 2,596 kg /5.723 Ib
Material Type : Sheet Metal

Weight : 1,91 kg /4.211 |b
Material Type : Sheet Metal

Weight : 2,465 kg /5.434 Ib
Material Type : Sheet Metal

Weight : 1,91 kg /4.211 b
Material Type : Sheet Metal

GSJ498

GSJ497

GSJ732

RBJ101060

RBJ101070

GSJ414

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

MGF

ROVER

SPORT 1995 - 2002

RO11001
BUSH FOR WISHBONE

RO11003
BUSH KIT FOR WISHBONE

MINI, MINIVAN, PICKUP

Position : Left And Right

RBX10025
Weight : 0,15 kg /0.331 Ib
Position : Left And Right
Weight : 0,157 kg / 0.346 Ib RBX10026

Note : Kit

1967 - 1993

RO1019
BALL JOINT FRONT LOWER

Weight : 0,138 kg /0.304 Ib

21A11 V111
Ball Joint Body Diameter : @28,575 63, GS 8

Weight : 0,25 kg /0.551 Ib

-
o RO2001 : i
e’ Iéezgt:H 09 i ! 21722”;? N FAMB157, GSJ186
TIE ROD END CeL7 IR T8 i 20 U GSJ734
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @11,9
MONTEGO 1983 - 1994

RO1007
BALL JOINT FRONT LOWER RH

RO1008
BALL JOINT FRONT LOWER LH

RO2014

i@j TIE ROD END

)

Weight : 0,428 kg /0.944 Ib

Connection Hole Diameter : @8,5 GSJ224, NAMS316

Weight : 0,428 kg /0.944 Ib

Connection Hole Diameter : @8,5 GSJ223, NAMS317

Weight : 0,319 kg /0.703 Ib
Length : 75 mm /2.95 inch
Body Thread Size : M12X1,25
Ball Pin Thread Size : M10X1,25
Ball Pin Cone Diameter : @12,7

GSJ194, NAM3039

* Name of all vehicles, brands, models, symbols and logos, OE numbers and other third party numbers in this website and catalog are used for reference purposes only.
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le STEERING & SUSPENSION
MANUFACTURER

Additional Information

NOTES

Product Code

TRACK CONTROL ARM REAR UPPER LH

HN3005 ONLY EURO CIVIC

AXIAL JOINT

HN3008 HONDA ACCORD: 2.0i - 2.2 16V
AXIAL JOINT

HN5013 REARWARD

TRACK CONTROL ARM REAR UPPER RH

HN5014 REARWARD

LR12003
ENGINE MOUNTING UPPER RH

ROVER 25 (RF): 1.1/ ROVER 45 (RT): 1.4

OP14003
AXLE BELLOW SET OUT

SET = BELOW, CLAMPING CLIP and MOLYBDENUM GREASE / OUTER

OP14018
AXLE BELLOW SET IN

SET = BELOW, CLAMPING CLIP and MOLYBDENUM GREASE / INNER

RO1002
BALL JOINT FRONT LOWER AND UPPER

ONLY: METRO 1984-->

BALL JOINT FRONT LOWER

RO1003 ONLY: 2,0 LT
BALL JOINT FRONT LOWER
RO1005 1993-1997

RO1006
BALL JOINT FRONT LOWER AND UPPER

ONLY: 1980-1984

RO1013
BALL JOINT FRONT UPPER

CH. NO: 66663->

RO1015
BALL JOINT FRONT UPPER

CH. NO: ->66662

RO11004

BUSH FOR TRACK CONTROL ARM BIG
INNER

BIG INNER BUSH

RO11004

BUSH FOR TRACK CONTROL ARM BIG
INNER

BIG INNER BUSH

RO12001
ENGINE MOUNTING LOWER RH

211

RO12002
ENGINE MOUNTING LOWER LH

211




le STEERING & SUSPENSION
MANUFACTURER

NOTES

Product Code Additional Information

RO12003
ENGINE MOUNTING RH

211

RO12005
TRANSMISSION MOUNTING BUSH BIG

INNER BUSH /1.8 16V - 1.8i 16V - 2.5 V6 - 2.0 Di - 2.0 TD4 / 4X4

RO14001
AXLE BELLOW SET OUT

SET = BELOW, CLAMPING CLIP and MOLYBDENUM GREASE / OUTER / 1,6i

RO14002
AXLE BELLOW SET IN

SET = BELOW, CLAMPING CLIP and MOLYBDENUM GREASE / 1990 - 2000 / 2,0 / INNER

RO14003
AXLE BELLOW SET OUT

SET = BELOW, CLAMPING CLIP and MOLYBDENUM GREASE / 1990 - 2000/ 2,0 / OUTER

RO2002
TIE ROD END

155 TIRES

RO3002
AXIAL JOINT

ONLY: 400 Series




